
 

 Bottle / Jar Compression 
 

 

 

Bottle / Jar Compression Tester       
(Also known as : Top Load Tester) 
 

Specifications : 
Delux Model with Variable Test Speed 
Suitable to evaluate the Load Bearing Capability of  

- Small Cartons (Duplex board / E-Flute) 
- PET Bottles  
- Confectionary Jars. 
- HDPE pails 
- HDPE bottles and jars 
 
Automatic Digital Model with Backlit LCD Display. 
With Digital Compression Counter. L.C. 0.1 mm 
With Embedded Push Buttons on control panel. 
Peak hold facility for registration of maximum reading. 
 
Variable Travel Speed :  10 – 100 mm/min.  
 Normal Test Speed =  12.5 ± 2.5mm/min  
    (Programmable by user)  
 Jog (Idle) speed =  50 mm/min. 
     Faster and Versatile Testing. Saves upto 10 mins on every test. 

  
 With software for Windows PC. 
 
 With Auto Calibration Facility at 3 - 20 Kg. 
 ( Cast Iron Weights of 3 - 20 Kgs to be provided by you ) 

 
Models Available : 
 

Model  M10DSDX M20DSDX M50DSDX M100DSDX M200DSDX 

Capacity 10 Kgf 20 Kgf 50 Kgf 100 Kgf 200 Kgf 

Resolution 1 gram 2 gram 5 gram 10 gram 20 gram 

Max Dia 100 mm 100 mm 150 mm 200 mm 250 mm 

Max Height 300 mm 300 mm 300 mm 300 mm 300 mm 

 
 


